
LIGHTING POLES
CATALOGUE
CREATIVE DESIGN & ENGINEERING 



CREATIVE DESIGN

Our expert Sales Team, supported 
by engineers and an industrial  

designer, works with you to  
develop the best lighting pole 

solutions. We offer a broad range 
of standard products designed to 

meet diverse project requirements 
while ensuring a balance of  

functionality and aesthetics.

ENGINEERING

Our in-house Engineering Team 
provides certified, custom  

solutions for poles and footings. 
With expertise in mechanical, 

structural, and civil engineering, 
as well as industrial design and 

steel fabrication, we deliver poles 
built for strength, durability, and 

compliance.

OUR SERVICES

OUR COMPANY
Pure Lighting leads the way in innovative lighting pole solutions, combining cutting-edge engineering with industry expertise 

to deliver products that excel in durability, performance, and aesthetic appeal. Our versatile range is designed to support  
a wide variety of applications, from sports fields and roadways to commercial and architectural settings. Each pole is  

engineered to meet the unique demands of its environment, ensuring long-term reliability, structural integrity, and seamless  
integration. 

 
As a proudly New Zealand / Australian owned company, we are committed to delivering purpose-driven lighting solutions 

that reflect our dedication to quality, innovation, and sustainability. By partnering with leading manufacturers and adhering to 
rigorous quality control processes, we ensure that every product meets the highest industry standards. Our ongoing  

investment in research, design, and advanced manufacturing techniques allows us to continuously raise the bar, offering  
lighting solutions that not only meet today’s needs but also anticipate the demands of the future. With a customer-first 

approach and a focus on long-term value, Pure Lighting is your trusted partner for high-performance lighting pole solutions 
tailored to modern requirements.

PURE LIGHTING STANDS OUT FOR LIGHTING POLES

Pure offers a range of high-quality and energy-efficient solutions for various applications, from 
recreational to professional sports events. Our commitment to excellence extends beyond mere 
functionality; it encompasses safety, performance, and environmental responsibility.

Pure Lighting Poles have a diverse range of applications:

Stadiums & Arenas Sports Fields & 
Courts

Racecourses

Parks & City 
Centres

Airports Parking Lots

Container Yards Playgrounds Aquatic Centres & 
Velodromes



NOTES:
1.POLES DESIGNED IN ACCORDANCE WITH BCA, AS4100:1998, AS/NZS
1170.2 2002, AS 1798:1992, AS/NZS 4676:2000, AS/NZS 4677:2000.
2.HOT ROLLED STEEL FLAT PRODUCTS TO CONFORM TO AS 1594
3.HOT ROLLED STEEL BARS AND SECTIONS TO CONFORM TO AS 3679
4.WELDING OF STEEL STRUCTURES TO CONFORM TO AS/NZS 1554.1:2004
5.ALL STEEL ITEMS TO BE FULLY HOT DIP GALVANISED AFTER
FABRICATION TO AS/NZS 4680:2006.
6.HOT ROLLED STEEL PLATES TO CONFORM TO AS3678.
7. ALL DIMENSION ARE IN MILLIMETRES

4m Light Pole
WP-Q100 -4 -S1 

NOTES:
1.POLES DESIGNED IN ACCORDANCE WITH BCA, AS4100:1998, AS/NZS
1170.2 2002, AS 1798:1992, AS/NZS 4676:2000, AS/NZS 4677:2000.
2.HOT ROLLED STEEL FLAT PRODUCTS TO CONFORM TO AS 1594
3.HOT ROLLED STEEL BARS AND SECTIONS TO CONFORM TO AS 3679
4.WELDING OF STEEL STRUCTURES TO CONFORM TO AS/NZS 1554.1:2004
5.ALL STEEL ITEMS TO BE FULLY HOT DIP GALVANISED AFTER
FABRICATION TO AS/NZS 4680:2006.
6.HOT ROLLED STEEL PLATES TO CONFORM TO AS3678.
7. ALL DIMENSION ARE IN MILLIMETRES

6m Light Pole
WP-X58-S1

8m Light Pole
WP-X8-S1-2SEC

NOTES:
1.POLES DESIGNED IN ACCORDANCE WITH BCA, AS4100:1998, AS/NZS
1170.2 2002, AS 1798:1992, AS/NZS 4676:2000, AS/NZS 4677:2000.
2.HOT ROLLED STEEL FLAT PRODUCTS TO CONFORM TO AS 1594
3.HOT ROLLED STEEL BARS AND SECTIONS TO CONFORM TO AS 3679
4.WELDING OF STEEL STRUCTURES TO CONFORM TO AS/NZS 1554.1:2004
5.ALL STEEL ITEMS TO BE FULLY HOT DIP GALVANISED AFTER
FABRICATION TO AS/NZS 4680:2006.
6.HOT ROLLED STEEL PLATES TO CONFORM TO AS3678.
7. ALL DIMENSION ARE IN MILLIMETRES

FEATURES

• Glavanised and powder coated options available

• Two foundation options along with direct buried poles

• Crossarms available from 300-3000mm 

• We can supply poles for any project 

ALL POLES AND ACCESSORIES  DISPLAYED 
ARE STANDARD STOCKED ITEMS.

PURE STRENGTH,       
OUR PRODUCTS

NOTES:
1.POLES DESIGNED IN ACCORDANCE WITH BCA, AS4100:1998, AS/NZS
1170.2 2002, AS 1798:1992, AS/NZS 4676:2000, AS/NZS 4677:2000.
2.HOT ROLLED STEEL FLAT PRODUCTS TO CONFORM TO AS 1594
3.HOT ROLLED STEEL BARS AND SECTIONS TO CONFORM TO AS 3679
4.WELDING OF STEEL STRUCTURES TO CONFORM TO AS/NZS 1554.1:2004
5.ALL STEEL ITEMS TO BE FULLY HOT DIP GALVANISED AFTER
FABRICATION TO AS/NZS 4680:2006.
6.HOT ROLLED STEEL PLATES TO CONFORM TO AS3678.
7. ALL DIMENSION ARE IN MILLIMETRES

10m Light Pole
WP-X10-S1
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BOLT PATTERN - 4 x M20 x 233 PCD 
SOIL TYPE FIRM AS DEFINED IN AS/NZS 4676:2000 APP. 12
DAMP CLAYS, SANDY CLAYS, DAMP SANDS
fb> 100 KPa 
MAXIMUM ULTIMATE BASE MOMENT - 10.1 kNm
MAXIMUM BASE SHEAR 2.4 kN I 
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THIS TABLE IS TO BE USED AS A GUIDE ONLY. ALL PILE SPECIFICATIONS SHALL BE CONFIRMED WITH AN 
APPROPRIATELY QUALIFIED ENGINEER PRIOR TO CONSTRUCTION 
ALL WORKMANSHIP AND MATERIAL S SHAL L BE IN ACCORDANCE WITH THE CURRENT SAA CODE AS3600 

PILING - DESIGN AND INSTALLATION - WITH AMENDMENTS 

ALL CONCRETE TO HAVE A MINIMUM CHARACTERISTIC STRENGTH OF 32MPA OR 40MPA WHERE AN EXPOSURE 
CLASSIFICATION OF MODERATE IS DETERMINED IN ACCORDANCE WITH AS2159 - PILING AND INSTALLATION 
MINIMUM CLEAR CONCRETE COVER TO BE 65MM 
ALL CONCRETE TO BE PLACED AND VIBRATED TO OPTIMUM COMPACTION 
PILE CASINGS TO BE USED FOR CONSTTRUCTION WHERE REQUIRED 
ENGINEERING ADVICE IS TO BE SOUGHT WHERER SOILS ARE ASSES ED TO BE OF EXPOSURE CLASSIFICATIONS 

SEVERE OR GREATER AS DETERMINED IN ACCORDANCE WITH AS2159 
SOIL CLASSIFICATION TO BE CONFIRMED BY A GEOTECHNICAL ENGINEER 
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ACCESSORIES

Single Outreach 
WP-OR60-300

Double Outreach 
WP-OR60-300D

600mm Crossarm
WP-TSA-60 -600

1200mm Crossarm
WP-TSA-60 -1200

Foundation Cage 
M20- Easy Cage

PURE PERFORMANCE.

6m Direct Bur ied Light Pole
WP-X6-S1-DB900

YEAR WARRANTY



+61 754 150 459

sales@pureinnovate.com.au

pureinnovate.com.au


